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GSE Nonwoven Geotextile

GSE Nonwoven Geotextile is a family of polypropylene, staple fiber, needlepunched geotextiles. The geotextile is manufac-
tured using an advanced manufacturing and quality system, to produce the most uniform and consistent nonwoven
needlepunched geotextile currently available in the industry. GSE combines a fiber selection and approval system with
in-line quality control and a state-of-the-art laboratory to ensure that every roll shipped meets customer specifications and

for various applications.
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These product specifications meet or exceed GRI GT12, GRI GT13 and AASHTO M288.

TESTED PROPERTY  TEST METHOD FREQUENCY

~ MINIMUM AVERAGE VALUE

NW4 NW6 NWs NWI0 NWI2 NW16
AASHTO M288 Class 3 2 1 >1 >>1 >>>1
Mass per Unit Area, oz/yd? (g/m?) ASTM D 5261 90,000 ft? (1;15) (2%0) (2?0] (31:?5) ( 41025) (51460)
Grab Tensile Strength, Ib (N) ASTM D 4632 90,000 f2 (Eg) (;?g, é%g) “?16?5) (1?3200) (1?79;]5)
Grab Elongation, % ASTM D 4632 90,000 ft* 50 50 50 50 50 50
Puncture Strength, lb (N) ASTM D 4833 90,000 2 (26605) (39;)5) (gg) (;gg) (égg) (56‘;]5]
Trapezoidal Tear Strength, Ib (N) ASTM D 4533 90,000 ft* (2520 0) (265;50) (39 905] (12(5)) (;ég] ((132?)
Apparent Opening Size, Sieve No. (mm)|  ASTM D 4751 540,000 ft* (0'72? 2) (0.7201 2) (0.%?30) (0110 500] (01. 10 g 0) (01. 10 ?0)
Permittivity, sec’ ASTM D 4491 540,000 f* 1.80 1.50 1.30 1.00 0.80 0.60
Water Flow Rate, gpm/ft’ (I/min/m’) ASTM D 4491 540,000 ft* (5" 235) ( 41' ;go) (3,98565, (3170550) (2f&0) (1;%0)
gg rlz?c;iiﬁggca?ter 500 hours) ASTM D 4355 formlzjelzration 70 0 7 0 4H H
NOMINAL ROLL DIMENSIONS
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Roll Width®, ft (m) (41_55) (;.55) (;.55) : (;.g) {l.?s) (J.SS}
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NOTES:

e The property values listed are in weaker principal direction. All values listed are Minimum Average Values except apparent opening size in

mm and UV resistance. Apparent opening size (mm) is a Maximum Value. UV is a typical value,

» "Roll lengths and widths have a tolerance of +1%.
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EUROPE & AFRICA 49.40.767420 -

ASIA PACIFIC 66.2.937.0091

+ SOUTH AMERICA 56.2.6595.4200 -

GSE and other trademarks in this document are registered trademarks of GSE Lining Technology, Inc. in the United States and certain foreign countries.
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This information is provided for reference purposes only and is not intended as a warranty or guarantee. GSE assumes no liability in connection with the use of this information.
Specifications subject to change without notice.



